The new Powerflex is a Rotary Extraction Power Head
that utilizes rotary vacuum heads to thoroughly deep
clean carpet with hundreds of multi-directional cleaning
passes.

The Powerflex is extremely user friendly.

The telescoping handle adjusts down for cleaning stairs
and for compact storage in a crowdes vehicle.

switch built
into lever

high pressure New Features:

easy pull valve

variable speed
motor control

® Out cleans all other
systems

® Cleans in both directions
(side to side)

® Easy push handle
adjustment
telescoping
handle ® Setup for 2” vacuum
hose

clear view tube

® View tube on top instead

high torque
of under handle

gear motor easy push button

handle adjustment

® Improved air flow through
cast aluminium frame

® Optional: tile & grout

cast alluminium

base with 2” cleaning spray/brush
vac hose head with vacuum ring
connection pickup

® New case hardened
gears and motor for
increased durability

® Comfortable gun grip
handles with 28 Bar

Easy Pull Valve
Operates with any portable

or truck mount system




Standard Features:

@ 32 cm

® Cleans better with less effort X
cleaning head

and leaves carpet drier than a
wand

® User friendly, weighs only
18 kg

® Telescoping handle for
cleaning stairs and compact
storage

® Easily change out the carpet The Powerflex is air flow calibrated to

cleaning head with 4 other
cleaning head options

® Durable construction with
stainless steel frame

work with any portable or truck

mount extractor that uses a standard

12” wide cleaning wand. Give your
business a boost and your back a

break by hooking up the Powerflex to

® Great marketing tool to land your existing portable or truck mount.

new accounts and generate

referral business
carpet brush
head
Powerflex
The Powerflex is equipped with a variable
head speed control dial on the handle to
allow the operator to adjust the head
speed from 0 to 250 RPM.
This feature allows the Powerflex to adapt
to all carpets from direct commercial glue 3 spray jets
downs to plush installes over pad per head
residential carpeting. Glue down carpet
may require a slower head speed for 3 vacuum glide
smooth operation and maximum recovery P
while installed over pad plush carpeting
may need a faster head speed for best
results.
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